
Tractors Always Sometimes Never

Key safety precautions are considered when starting, driving, dismounting and parking 

a tractor.

All associated risks are considered when fitting a front end loader attachment.

A risk assessment has been carried out to check if there is a risk of rollover.

All tractors are fitted with an approved rollover protection structure (ROPS).

Tractors at risk of being struck by a falling object have been fitted with a falling object 

protective structure (FOPS).

Passengers on tractors have appropriate seats, foot holds and hand holds.

Children are prevented from riding on tractors under any circumstances.

Elevating work platforms Always Sometimes Never

Worksites are checked prior to use, to assess site specific risks and ground conditions.

All workers operating an EWP with a boom length of 11 metres or more hold a Licence 

to Perform High Risk Work.

All EWP operators are trained in the use of the equipment.

Operating instructions are clearly and permanently displayed on an EWP.

The operational weight of people, tools and materials has been checked to ensure that 

the rated load capacity is not exceeded.

Base controls are not used when people are on the platform, except in an emergency or 

for maintenance purposes.

Secondary guarding devices are fitted (e.g. protective structures, presence sensing 

devices, proximity systems).

An emergency personnel retrieval system is fitted or auxiliary retrieval  

equipment provided.

An appropriate fall arrest harness with lanyard type energy absorber is provided for 

each person working on an EWP.

Suitable barricades are positioned, warning signs displayed and approvals obtained from 

local authorities when an EWP is used in a public place or on a roadway.

Maintenance is carried out in accordance with the manufacturer’s recommendations 

and recorded in a logbook.

Guarding Always Sometimes Never

No repairs or maintenance are done when a machine is running.

Guards are designed and fitted according to the relevant Australian Standards and 

manufacturer’s specifications.

Augers are only used when all guards are in place.
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